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(57) ABSTRACT

A converter system includes a first converter, a second con-
verter, and a first inter-phase transformer. The first converter
is electrically connected to the second converter in parallel
between a first input terminal parallel end and a first output
terminal parallel end. The first inter-phase transformer is
disposed at the first input side parallel terminal or the first
output side parallel terminal, and the first inter-phase trans-
former is operable to restrain a circulating current generated
by the first converter and the second converter.
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1
CONVERTER SYSTEM FOR LIMITING
CIRCULATING CURRENT

RELATED APPLICATIONS

This application claims priority to China Application
Serial Number 201210250737 X, filed Jul. 19, 2012, which is
herein incorporated by reference.

BACKGROUND

1. Technical Field Invention

The embodiment of the present invention relates generally
to a system and, more particularly, to a converter system.

2. Description of Related Art

In the field of high-power wind energy generation, power
requirements of the wind energy generator is continually
increased. However, it is difficult to satisty the operational
requirements of a high-power wind energy generator using a
single three-phase converter in view of the speed of develop-
ment of the elements of a converter and cost considerations.

Converters employing a parallel structure can generate a
higher current and a correspondingly high power, such that
the operational requirements of a high-power wind energy
generator can be satisfied. However, in a parallel structure of
converters, since it is necessary to connect one side of the
converters at a generator side directly and connect another
side of the converters at a grid side directly, a circulating
current is generated in the parallel structure, and as a result,
the efficiency of the converter system is negatively affected.

SUMMARY

A converter system is provided for limiting a circulating
current that is generated by connecting converters of the
converter system in parallel while maintaining the efficiency
of the converter system in a steady state.

One aspect of the embodiment of the present invention is to
provide a converter system. The converter system comprises
a first converter, a second converter, and a first inter-phase
transformer. The second converter is electrically connected to
the first converter in parallel between a first input side parallel
terminal and a first output side parallel terminal. The first
inter-phase transformer is disposed at the first input side
parallel terminal or the first output side parallel terminal for
limiting a circulating current generated by the first converter
and the second converter.

In one embodiment of the present invention, the first and
second converters comprise an input side and an output side,
the input sides of the first and second converters comprise a
first bridge arm, a second bridge arm and a third bridge arm
respectively, the output sides of the first and second convert-
ers comprise a first bridge arm, a second bridge arm and a
third bridge arm respectively, and the first inter-phase trans-
former comprises a first inter-phase transformer unit, a sec-
ond inter-phase transformer unit and a third inter-phase trans-
former unit.

When the first inter-phase transformer is disposed at the
first input side parallel terminal, the first, second and third
bridge arms of the input side of the first converter are electri-
cally connected to the first, second and third inter-phase trans-
former units of the first inter-phase transformer respectively,
wherein the first, second and third bridge arms of the input
side of the second converter are electrically connected to the
first, second and third inter-phase transformer units of the first
inter-phase transformer respectively.
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When the first inter-phase transformer is disposed at the
first output side parallel terminal, the first, second and third
bridge arms of the output side of the first converter are elec-
trically connected to the first, second and third inter-phase
transformer units of the first inter-phase transformer respec-
tively, wherein the first, second and third bridge arms of the
output side of the second converter are electrically connected
to the first, second and third inter-phase transformer units of
the first inter-phase transformer respectively.

In another embodiment of the present invention, the first,
second and third bridge arms of the input sides of the first and
second converters comprise a first wire, a second wire and a
third wire respectively, and the first, second and third bridge
arms of the output sides of the first and second converters
comprise a first wire, a second wire and a third wire respec-
tively.

When the first inter-phase transformer is disposed at the
first input side parallel terminal, the first wire of the input side
of the first converter is winded on the upper half of the first
inter-phase transformer unit in a winded direction; the second
wire of the input side of the first converter is winded on the
upper half of the second inter-phase transformer unit in a
winded direction; and the third wire of the input side of the
first converter is winded on the upper half of the third inter-
phase transformer unit in a winded direction. Further, the first
wire of the input side of the second converter is winded on the
lower half of the third inter-phase transformer unit in a
winded direction; the second wire of the input side of the
second converter is winded on the lower half of the second
inter-phase transformer unit in a winded direction; and the
third wire of the input side of the second converter is winded
on the lower half of the first inter-phase transformer unit in a
winded direction.

When the first inter-phase transformer is disposed at the
first input side parallel terminal, the first wire of the input side
of the first converter is winded on the upper half of the first
inter-phase transformer unit in a winded direction; the second
wire of the input side of the first converter is winded on the
upper half of the second inter-phase transformer unit in a
winded direction; and the third wire of the input side of the
first converter is winded on the upper half of the third inter-
phase transformer unit in a winded direction; Further, the first
wire of the input side of the second converter is winded on the
lower half of the third inter-phase transformer unit in a
winded direction; the second wire of the input side of the
second converter is winded on the lower half of the second
inter-phase transformer unit in a winded direction; and the
third wire of the input side of the second converter is winded
on the lower half of the first inter-phase transformer unit in a
winded direction.

In yet another embodiment of the present invention, a
parallel structure of the first converter and the second con-
verter is a parallel back-to-back converter structure.

In still another embodiment of the present invention, the
first converter and the second converters are electrically con-
nected in parallel into a first converter parallel device. The
converter system further comprises a third converter and a
second inter-phase transformer. Furthermore, the third con-
verter comprises an input side and an output side. When the
first inter-phase transformer is disposed at the first input side
parallel terminal, the output side of the third converter is
electrically connected to the first output side parallel terminal,
and the second inter-phase transformer is electrically con-
nected between the input side of the third converter and the
first inter-phase transformer for limiting a circulating current
generated by the first converter parallel device and the third
converter.
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As mentioned above, when the first inter-phase trans-
former is disposed at the first output side parallel terminal, the
input side of the third converter is electrically connected to the
first input side parallel terminal, and the second inter-phase
transformer is electrically connected between the output side
of'the third converter and the first inter-phase transformer for
limiting a circulating current generated by the first converter
parallel device and the third converter.

In yet another embodiment of the present invention, the
converter system further comprises a third converter, a fourth
converter, a second inter-phase transformer, and an integrated
inter-phase transformer. The first converter and the second
converter are electrically connected in parallel into a first
converter parallel device, and the third converter and the
fourth converter are electrically connected in parallel
between a second input side parallel terminal and a second
output side parallel terminal to be a second converter parallel
device. The second inter-phase transformer disposed at the
second input side parallel terminal or the second output side
parallel terminal for limiting a circulating current generated
by the third converter and the fourth converter. The first con-
verter parallel device and the second converter parallel device
are electrically connected in parallel between a generator side
parallel terminal and a grid side parallel terminal. The inte-
grated inter-phase transformer is disposed at the generator
side parallel terminal or the grid side parallel terminal for
limiting a circulating current generated by the first converter
parallel device and the second converter parallel device.

In still another embodiment of the present invention, the
converter system further comprises a third converter, a second
inter-phase transformer, and a third inter-phase transformer.
The third converter is electrically connected to the first con-
verter and the second converter in parallel between the first
input side parallel terminal and the first output side parallel
terminal. When the first inter-phase transformer is disposed at
the first input side parallel terminal, the second and third
inter-phase transformers are disposed at the first input side
parallel terminal. Wherein, the first inter-phase transformer is
electrically connected between the first converter and the
second converter; the second inter-phase transformer is elec-
trically connected between the first converter and the third
converter; the third inter-phase transformer is electrically
connected between the second converter and the third con-
verter, in which the first, second and third inter-phase trans-
formers are operable to restrain a circulating current gener-
ated by each two of the converters.

In addition, when the first inter-phase transformer is dis-
posed at the first output side parallel terminal, the second and
third inter-phase transformers are disposed at the first output
side parallel terminal. Wherein, the first inter-phase trans-
former is electrically connected between the first converter
and the second converter; the second inter-phase transformer
is electrically connected between the first converter and the
third converter; and the third inter-phase transformer is elec-
trically connected between the second converter and the third
converter, wherein the first, second and third inter-phase
transformers are operable to restrain a circulating current
generated by each two of the converters.

In yet another embodiment of the present invention, the
converter system further comprises a third converter, a second
inter-phase transformer, and a third inter-phase transformer.
Furthermore, the third converter comprises an input side and
an output side. The first, second, and third inter-phase trans-
formers comprise a first inter-phase transformer unit, a sec-
ond inter-phase transformer unit and a third inter-phase trans-
former unit respectively. The output sides of the first, second

10

15

20

25

30

35

40

45

50

55

60

65

4

and third converters comprise a first bridge arm, a second
bridge arm and a third bridge arm respectively.

With respect to the structure, the first bridge arm of the first
converter is electrically connected to the first inter-phase
transformer unit of the first inter-phase transformer and the
first inter-phase transformer unit of the second inter-phase
transformer; the second bridge arm of the first converter is
electrically connected to the second inter-phase transformer
unit of the first inter-phase transformer and the second inter-
phase transformer unit of the second inter-phase transformer;
and the third bridge arm of the first converter is electrically
connected to the third inter-phase transformer unit of the first
inter-phase transformer and the third inter-phase transformer
unit of the second inter-phase transformer.

In addition, the first bridge arm of the second converter is
electrically connected to the first inter-phase transformer unit
of the first inter-phase transformer and the first inter-phase
transformer unit of the third inter-phase transformer; the sec-
ond bridge arm of the second converter is electrically con-
nected to the second inter-phase transformer unit of the first
inter-phase transformer and the second inter-phase trans-
former unit of the third inter-phase transformer; and the third
bridge arm of the second converter is electrically connected to
the third inter-phase transformer unit of the first inter-phase
transformer and the third inter-phase transformer unit of the
third inter-phase transformer.

Moreover, the first bridge arm of the second converter is
electrically connected to the first inter-phase transformer unit
of the first inter-phase transformer and the first inter-phase
transformer unit of the third inter-phase transformer; the sec-
ond bridge arm of the second converter is electrically con-
nected to the second inter-phase transformer unit of the first
inter-phase transformer and the second inter-phase trans-
former unit of the third inter-phase transformer; and the third
bridge arm of the second converter is electrically connected to
the third inter-phase transformer unit of the first inter-phase
transformer and the third inter-phase transformer unit of the
third inter-phase transformer

In still another embodiment of the present invention, the
first, second and third bridge arms of the input sides of the
first, second and third converters comprise a first wire, a
second wire and a third wire respectively. With respect to the
structure, the first wire of the first converter is winded on the
upper half of the first inter-phase transformer unit of the first
inter-phase transformer and the upper half of the first inter-
phase transformer unit of the second inter-phase transformer
in a winded direction; the second wire of the first converter is
winded on the upper half of the second inter-phase trans-
former unit of the first inter-phase transformer and the upper
half of the second inter-phase transformer unit of the second
inter-phase transformer in a winded direction; and the third
wire of the first converter is winded on the upper half of the
third inter-phase transformer unit of the first inter-phase
transformer and the upper half of the third inter-phase trans-
former unit of the second inter-phase transformer in a winded
direction.

In addition, the first wire of the second converter is winded
onthe lower halfofthe first inter-phase transformerunit of the
first inter-phase transformer and the upper half of the first
inter-phase transformer unit of the third inter-phase trans-
former in a winded direction; the second wire of the second
converter is winded on the lower half of the second inter-
phase transformer unit of the first inter-phase transformer and
the upper half of the second inter-phase transformer unit of
the third inter-phase transformer in a winded direction; and
the third wire of the second converter is winded on the lower
half of the third inter-phase transformer unit of the first inter-
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phase transformer and the upper half of the third inter-phase
transformer unit of the third inter-phase transformer in a
winded direction.

Moreover, the first wire of the third converter is winded on
the lower half of the first inter-phase transformer unit of the
second inter-phase transformer in a winded direction and is
winded on the lower half of the first inter-phase transformer
unit of the third inter-phase transformer in a winded direction;
the second wire of the third converter is winded on the lower
half of the second inter-phase transformer unit of the second
inter-phase transformer in a winded direction and is winded
on the lower half of the second inter-phase transformer unit of
the third inter-phase transformer in a winded direction; and
the third wire of the third converter is winded on the lower half
of the third inter-phase transformer unit of the second inter-
phase transformer in a winded direction and is winded on the
lower half of the third inter-phase transformer unit of the third
inter-phase transformer in a winded direction.

In one embodiment of the present invention, the converter
system further comprises a third converter, a second inter-
phase transformer, and a third inter-phase transformer. Fur-
thermore, the third converter comprises an input side and an
output side. The first, second, and third inter-phase transform-
ers comprise a first inter-phase transformer unit, a second
inter-phase transformer unit and a third inter-phase trans-
former unit respectively. The output sides of the first, second
and third converters comprise a first bridge arm, a second
bridge arm and a third bridge arm respectively.

With respect to the structure, the first bridge arm of the first
converter is electrically connected to the first inter-phase
transformer unit of the first inter-phase transformer and the
first inter-phase transformer unit of the second inter-phase
transformer; the second bridge arm of the first converter is
electrically connected to the second inter-phase transformer
unit of the first inter-phase transformer and the second inter-
phase transformer unit of the second inter-phase transformer;
and the third bridge arm of the first converter is electrically
connected to the third inter-phase transformer unit of the first
inter-phase transformer and the third inter-phase transformer
unit of the second inter-phase transformer.

In addition, the first bridge arm of the second converter is
electrically connected to the first inter-phase transformer unit
of the first inter-phase transformer and the first inter-phase
transformer unit of the third inter-phase transformer; the sec-
ond bridge arm of the second converter is electrically con-
nected to the second inter-phase transformer unit of the first
inter-phase transformer and the second inter-phase trans-
former unit of the third inter-phase transformer; and the third
bridge arm of the second converter is electrically connected to
the third inter-phase transformer unit of the first inter-phase
transformer and the third inter-phase transformer unit of the
third inter-phase transformer.

Moreover, the first bridge arm of the third converter is
electrically connected to the first inter-phase transformer unit
of'the second inter-phase transformer and the first inter-phase
transformer unit of the third inter-phase transformer; the sec-
ond bridge arm of the third converter is electrically connected
to the second inter-phase transformer unit of the second inter-
phase transformer and the second inter-phase transformer
unit of the third inter-phase transformer; and the third bridge
arm of the third converter is electrically connected to the third
inter-phase transformer unit of the second inter-phase trans-
former and the third inter-phase transformer unit of the third
inter-phase transformer.

In another embodiment of the present invention, the first,
second and third bridge arms of the output sides of the first,
second and third converters comprise a first wire, a second
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wire and a third wire respectively. With respect to the struc-
ture, the first wire of the first converter is winded on the upper
half of the first inter-phase transformer unit of the first inter-
phase transformer and the upper half of the first inter-phase
transformer unit of the second inter-phase transformer in a
winded direction; the second wire of the first converter is
winded on the upper half of the second inter-phase trans-
former unit of the first inter-phase transformer and the upper
half of the second inter-phase transformer unit of the second
inter-phase transformer in a winded direction; and the third
wire of the first converter is winded on the upper half of the
third inter-phase transformer unit of the first inter-phase
transformer and the upper half of the third inter-phase trans-
former unit of the second inter-phase transformer in a winded
direction.

In addition, the first wire of the second converter is winded
onthe lower halfofthe first inter-phase transformerunit of the
first inter-phase transformer and the upper half of the first
inter-phase transformer unit of the third inter-phase trans-
former in a winded direction; the second wire of the second
converter is winded on the lower half of the second inter-
phase transformer unit of the first inter-phase transformer and
the upper half of the second inter-phase transformer unit of
the third inter-phase transformer in a winded direction; and
the third wire of the second converter is winded on the lower
half of the third inter-phase transformer unit of the first inter-
phase transformer and the upper half of the third inter-phase
transformer unit of the third inter-phase transformer in a
winded direction.

Moreover, the first wire of the third converter is winded on
the lower half of the first inter-phase transformer unit of the
second inter-phase transformer in a winded direction and is
winded on the lower half of the first inter-phase transformer
unit of the third inter-phase transformer in a winded direction;
the second wire of the third converter is winded on the lower
half of the second inter-phase transformer unit of the second
inter-phase transformer in a winded direction and is winded
on the lower half of the second inter-phase transformer unit of
the third inter-phase transformer in a winded direction; and
the third wire of the third converter is winded on the lower half
of the third inter-phase transformer unit of the second inter-
phase transformer in a winded direction and is winded on the
lower half of the third inter-phase transformer unit of the third
inter-phase transformer in a winded direction.

In yet another embodiment of the present invention, the
first inter-phase transformer, the second inter-phase trans-
former, the third inter-phase transformer or the integrated
inter-phase transformer is a three-phase N-limb cores trans-
former, wherein N is an integer being greater than two.

In another aspect of the embodiment of the present inven-
tion, a converter system is provided. The converter system
comprises a first converter, a second converter, and a first
inter-phase transformer. Furthermore, the first and second
converters comprise a first side and a second side. The first
side of the first converter comprises a first bridge arm, a
second bridge arm and a third bridge arm. The first side of the
second converter comprises a first bridge arm, a second
bridge arm and a third bridge arm. The first inter-phase trans-
former comprises a first inter-phase transformer unit, a sec-
ond inter-phase transformer unit and a third inter-phase trans-
former unit.

With respect to the structure, the second side of the second
converter is electrically connected to the second side of the
first converter. The first inter-phase transformer unit is elec-
trically connected between the first bridge arm of the first
converter and the first bridge arm of the second converter; the
second inter-phase transformer unit is electrically connected
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between the second bridge arm of the first converter and the
second bridge arm of the second converter; and the third
inter-phase transformer unit is electrically connected
between the third bridge arm of the first converter and the
third bridge arm of the second converter.

In one embodiment of the present invention, the converter
system further comprises a third converter, and a second
inter-phase transformer. Furthermore, the third converter
comprises a first side and a second side. The second inter-
phase transformer comprises a first inter-phase transformer
unit, a second inter-phase transformer unit and a third inter-
phase transformer unit. The first side of the third converter
comprises a first bridge arm, a second bridge arm and a third
bridge arm. The first, second and third inter-phase trans-
former units of the first inter-phase transformer comprise an
output terminal respectively.

With respect to the structure, the second side of the third
converter is electrically connected to the second sides of the
first, second converters. The first, second and third inter-
phase transformer units of the first inter-phase transformer
comprise an output terminal respectively, wherein the first
inter-phase transformer unit of the second inter-phase trans-
former is electrically connected between the output terminal
of'the first inter-phase transformer unit of the first inter-phase
transformer and the first bridge arm of the third converter; the
second inter-phase transformer unit of the second inter-phase
transformer is electrically connected between the output ter-
minal of the second inter-phase transformer unit of the first
inter-phase transformer and the second bridge arm of the third
converter; and the third inter-phase transformer unit of the
second inter-phase transformer is electrically connected
between the output terminal of the third inter-phase trans-
former unit of the first inter-phase transformer and the third
bridge arm of the third converter.

In another embodiment of the present invention, the con-
verter system further comprises a third converter, a fourth
converter, a second inter-phase transformer, and an integrated
inter-phase transformer. Furthermore, the third converter
comprises a first side and a second side. The fourth converter
comprises a first side and a second side. The second inter-
phase transformer comprises a first inter-phase transformer
unit, a second inter-phase transformer unit and a third inter-
phase transformer unit. The integrated inter-phase trans-
former comprises a first inter-phase transformer unit, a sec-
ond inter-phase transformer unit and a third inter-phase
transformer unit. The first side of the third converter com-
prises a first bridge arm, a second bridge arm and a third
bridge arm. The first side of the fourth converter comprises a
first bridge arm, a second bridge arm and a third bridge arm.
The first, second and third inter-phase transformer units of the
first inter-phase transformer comprise an output terminal
respectively, and the first, second and third inter-phase trans-
former units of the second inter-phase transformer comprise
an output terminal respectively.

With respect to the structure, the second side of the fourth
converter is electrically connected to the second side of the
third converter. The first inter-phase transformer unit of the
second inter-phase transformer is electrically connected
between the first bridge arm of'the third converter and the first
bridge arm of the fourth converter; the second inter-phase
transformer unit of the second inter-phase transformer is elec-
trically connected between the second bridge arm of the third
converter and the second bridge arm of the fourth converter;
and the third inter-phase transformer unit of the second inter-
phase transformer is electrically connected between the third
bridge arm of the third converter and the third bridge arm of
the fourth converter. The first inter-phase transformer unit of

20

25

30

35

40

45

8

the integrated inter-phase transformer is electrically con-
nected between the output terminal of the first inter-phase
transformer unit of the first inter-phase transformer and the
output terminal of the first inter-phase transformer unit of the
second inter-phase transformer; the second inter-phase trans-
former unit of the integrated inter-phase transformer is elec-
trically connected between the output terminal of the second
inter-phase transformer unit of the first inter-phase trans-
former and the output terminal of the second inter-phase
transformer unit of the second inter-phase transformer; and
the third inter-phase transformer unit of the integrated inter-
phase transformer is electrically connected between the out-
put terminal of the third inter-phase transformer unit of the
first inter-phase transformer and the output terminal of the
third inter-phase transformer unit of the second inter-phase
transformer.

In yet another embodiment of the present invention, the
converter system further comprises a third converter, a second
inter-phase transformer, and a third inter-phase transformer.
Furthermore, the third converter comprises a first side and a
second side. The second inter-phase transformer comprises a
first inter-phase transformer unit, a second inter-phase trans-
former unit and a third inter-phase transformer unit. The third
inter-phase transformer comprises a first inter-phase trans-
former unit, a second inter-phase transformer unit and a third
inter-phase transformer unit. The first side of the third con-
verter comprises a first bridge arm, a second bridge arm and
a third bridge arm.

With respect to the structure, the first inter-phase trans-
former unit of the second inter-phase transformer is electri-
cally connected between the first bridge arm of the first con-
verter and the first bridge arm of the third converter; the
second inter-phase transformer unit of the second inter-phase
transformer is electrically connected between the second
bridge arm of the first converter and the second bridge arm of
the third converter; and the third inter-phase transformer unit
of the second inter-phase transformer is electrically con-
nected between the third bridge arm of the third bridge arm
and the third converter of the first converter.

In addition, the first inter-phase transformer unit of the
third inter-phase transformer is electrically connected
between the first bridge arm of the second converter and the
first bridge arm of the third converter. The second inter-phase
transformer unit of the third inter-phase transformer is elec-
trically connected between the second bridge arm of the sec-
ond converter and the second bridge arm of the third con-
verter. The third inter-phase transformer unit of the third
inter-phase transformer is electrically connected between the
third bridge arm of the second converter and the third bridge
arm of the third converter.

In still another embodiment of the present invention, the
first inter-phase transformer, the second inter-phase trans-
former, the third inter-phase transformer or the integrated
inter-phase transformer is a three-phase N-limb cores trans-
former, wherein N is an integer being greater than two.

As aresult, the embodiments of the present invention pro-
vide a converter system for limiting a circulating current that
is generated by connecting converters of the converter system
in parallel while the efficiency of the converter system is
maintained in a steady state.

BRIEF DESCRIPTION OF THE DRAWINGS

The invention can be more fully understood by reading the
following detailed description of the embodiments, with ref-
erence made to the accompanying drawings as follows:
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FIG. 1A schematically shows a block diagram of a con-
verter system according to embodiments of the present inven-
tion. FIG. 1B schematically shows a portion of a block dia-
gram of the converter system according to FIG. 1A of the
present invention.

FIG. 2 schematically shows a block diagram of a converter
system according to embodiments of the present invention.

FIG. 3A schematically shows a block diagram of an inter-
phase transformer according to embodiments of the present
invention. FIG. 3B schematically shows a block diagram of
an inter-phase transformer according to embodiments of the
present invention.

FIG. 4 schematically shows a block diagram of a converter
system according to embodiments of the present invention.

FIG. 5 schematically shows a block diagram of a converter
system according to embodiments of the present invention.

FIG. 6 schematically shows a block diagram of a converter
system according to embodiments of the present invention.

DETAILED DESCRIPTION

The present invention is more particularly described in the
following examples that are intended as illustrative only since
numerous modifications and variations therein will be appar-
ent to those skilled in the art. Various embodiments of the
invention are now described in detail. Referring to the draw-
ings, like numbers indicate like components throughout the
views. As used in the description herein and throughout the
claims that follow, the meaning of “a,” “an,” and “the”
includes plural reference unless the context clearly dictates
otherwise. Also, as used in the description herein and
throughout the claims that follow, the meaning of “in”
includes “in” and “on” unless the context clearly dictates
otherwise.

The terms used in this specification generally have their
ordinary meanings in the art, within the context of the inven-
tion, and in the specific context where each term is used.
Certain terms that are used to describe the invention are
discussed below, or elsewhere in the specification, to provide
additional guidance to the practitioner regarding the descrip-
tion of the invention. The use of examples anywhere in this
specification, including examples of any terms discussed
herein, is illustrative only, and in no way limits the scope and
meaning of the invention or of any exemplified term. Like-
wise, the invention is not limited to various embodiments
given in this specification.

As used herein, “around,” “about” or “approximately”
shall generally mean within 20 percent, preferably within 10
percent, and more preferably within 5 percent of a given value
or range. Numerical quantities given herein are approximate,
meaning that the term “around,” “about” or “approximately”
can be inferred if not expressly stated.

Asused herein, the terms “comprising,” “including,” “hav-
ing,” “containing,” “involving,” and the like are to be under-
stood to be open-ended, i.e., to mean including but not limited
to.

FIG. 1A schematically shows a block diagram of a con-
verter system 100 according to embodiments of the present
invention. The converter system 100 comprises a first con-
verter 110, a second converter 120, and a first inter-phase
transformer 130.

With respect to the structure, the first converter 110 and the
second converter 120 are electrically connected in parallel
across a first input side parallel terminal 180 (for example, at
a generator side parallel terminal; the generator side parallel
terminal is adjacent to a generator 700) and a first output side
parallel terminal 190 (for example, at the grid side parallel
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terminal; the grid side parallel terminal is adjacent to a grid
800). The first inter-phase transformer 130 is disposed at the
first input side parallel terminal 180 for limiting a circulating
current generated by the first converter 110 and the second
converter 120.

Itis noted that the converter system 100 of the embodiment
of the present invention can be employed in a wind energy
generating system. In one embodiment, the converter system
100 of the embodiment of the present invention can be
employed in a direct drive wind energy generating system.
The direct drive wind energy generating system needs a high
power converter, but the anti-current characteristics of the
converter these days can not satisfy the requirement of the
direct drive wind energy generating system. Connecting con-
verters in parallel is a way to satisfy the requirement of the
direct drive wind energy generating system. Therefore, the
first converter and the second converter can employ a parallel
structure; furthermore, the parallel structure can be a parallel
back to back converter structure. However, the scope of the
present invention is not intended to be limited in this regard,
those skilled in the art can selectively apply the converter
system 100 in a suitable system based on the actual require-
ment.

FIG. 1B schematically shows a portion of a block diagram
of the converter system 100 according to FIG. 1A of the
present invention. As shown in FIG. 1B, the first converter
110 comprises an input side 112 and an output side 119. The
input side 112 of the first converter 110 comprises a bridge
arm 114, a bridge arm 116, and a bridge arm 118. Further-
more, the second converter 120 comprises an input side 122
and an output side 129. The input side 122 of the second
converter 120 comprises a bridge arm 124, a bridge arm 126
and a bridge arm 128. Moreover, the first inter-phase trans-
former 130 comprises a first inter-phase transformer unit 132,
a second inter-phase transformer unit 134, and a third inter-
phase transformer unit 136. With respect to the structure, the
output side 119 of the first converter 110 is electrically con-
nected to the output side 129 of the second converter 120.

For example, the first inter-phase transformer unit 132 of
the first inter-phase transformer 130 is electrically connected
between the bridge arm 114 of the first converter 110 and the
bridge arm 128 of the second converter 120. When the current
flowing into the first inter-phase transformerunit 132 through
the bridge arm 114 is equal to the current flowing into the first
inter-phase transformer unit 132 through the bridge arm 128,
magnetic fields generated by above-mentioned currents can
be neutralized. In addition, when the current flowing into the
first inter-phase transformer unit 132 through the bridge arm
114 is equal to the current flowing into the first inter-phase
transformer unit 132 through the bridge arm 128, above-
mentioned currents can be restrained by inductance generated
by the first inter-phase transformer unit 132.

In addition, the second inter-phase transformer unit 134 of
the first inter-phase transformer 130 is electrically connected
between the bridge arm 116 of the first converter 110 and the
bridge arm 126 of the second converter 120. The third inter-
phase transformer unit 136 of the first inter-phase transformer
130 is electrically connected between the bridge arm 118 of
the first converter 110 and the bridge arm 124 of the second
converter 120. The operation of the second and third inter-
phase transformer units 134, 136 are the same as the first
inter-phase transformer unit 132, and a detailed description
regarding the operation is omitted herein. In sum, the forgo-
ing operation can restrain a circulating current generated by
connecting the first converter 110 and the second converter
120 of the converter system 100.
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FIG. 2 schematically shows a block diagram of a converter
system according to embodiments of the present invention.
The converter system 200 comprises a first converter 210, a
second converter 220, and a first inter-phase transformer 230.

With respect to the structure, the first converter 210 and the
second converter 220 are electrically connected in parallel
between a first input side parallel terminal 280 (for example,
at the generator side parallel terminal; the generator side
parallel terminal is adjacent to a generator 700) and a first
output side parallel terminal 290 (for example, at the grid side
parallel terminal; the grid side parallel terminal is adjacent to
a grid 800). The first inter-phase transformer 230 is disposed
at the first output side parallel terminal 290 for limiting a
circulating current generated by the first converter 210 and
the second converter 220.

In addition, the first converter 210 can comprise an input
side 211 and an output side 212, the second converter 220 can
also comprise an input side 221 and an output side 222, and
the inter-phase transformer 230 can also comprise three inter-
phase transformer units. Each of the inter-phase transformer
units is electrically connected between the bridge arm of the
output side 212 of the first converter 210 and the correspond-
ing bridge arm of the output side 222 of the second converter
220, and the connection relation and operation are similar to
the description of FIG. 1B.

Reference is now made to both FIG. 1A and FIG. 2. The
above structures respectively depict different embodiments
when the inter-phase transformer of the converter system is at
the generator side parallel terminal and the grid side parallel
terminal. The above-mentioned embodiments of the present
invention can achieve the goal of limiting a circulating current
generated by connecting the first converter and the second
converter of the converter system.

Through the whole specification, the inter-phase trans-
former which the converter system of the embodiment of the
present invention employed is a three-phase N-limb cores
transformer, wherein N is an integer being greater than two.
The structure of the inter-phase transformer is as shown in
FIGS. 3A and 3B, wherein FIG. 3A and FIG. 3B schemati-
cally show a block diagram of an inter-phase transformer
according to embodiments of the present invention respec-
tively. As shown in FIG. 3A, the inter-phase transformer can
be a three-phase three-limb cores inter-phase transformer,
and the inter-phase transformer as shown in FIG. 3B is a
three-phase four-limb cores inter-phase transformer.

With respect to the operation, the three-phase three-limb
cores inter-phase transformer which the converter system of
the embodiment of the present invention employed can
restrain the circulating current. Furthermore, when the con-
verter system of the embodiment of the present invention
employs a three-phase four-limb cores inter-phase trans-
former, the effect of limiting the circulating current is better
than employing a three-phase three-limb cores inter-phase
transformer. However, the scope of the embodiment of the
present invention is not intended to be limited in this regard,
and those skilled in the art can selectively employ a proper
type of inter-phase transformer according to actual require-
ments.

With respect to the above-mentioned description, the
description of FIG. 3A recites a three-phase three-limb inter-
phase transformer, and the description of FIG. 3B recites a
three-phase four-limb inter-phase transformer. The structures
of'the two is similar to each other, for the sake of brevity, the
embodiment of the present invention as illustrated below
employs the three-phase four-limb inter-phase transformer as
shown in FIG. 3B to illustrate the structure of the converter
system 100.
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Reference is now made to FIGS. 1A, 1B and 3B, the bridge
arm 114 of the input side 112 of the first converter 110 is
electrically connected to the first inter-phase transformer unit
132 of the first inter-phase transformer, the bridge arm 116 of
the input side 112 of the first converter 110 is electrically
connected to the second inter-phase transformer unit 134 of
the first inter-phase transformer, and the bridge arm 118 of the
input side 112 of the first converter 110 is electrically con-
nected to the third inter-phase transformer unit 136 of the first
inter-phase transformer.

In addition, the bridge arm 124 of the input side 122 of the
second converter 120 is electrically connected to the third
inter-phase transformer unit 136, the bridge arm 126 of the
input side 122 of the second converter 120 is electrically
connected to the second inter-phase transformer unit 134, and
the bridge arm 128 of the input side 122 of the second con-
verter 120 is electrically connected to the first inter-phase
transformer unit 132.

In detailed, in the input side 112 of the first converter 110,
the bridge arm 114 comprises a wire 111, the bridge arm 116
comprises a wire 113, and the bridge arm 118 comprises a
wire 115. In the input side 122 of the second converter 120,
the bridge arm 124 comprises a wire 121, the bridge arm 126
comprises a wire 123, and the bridge arm 128 comprises a
wire 125.

With respect to the structure, the wire 111 of the input side
112 of the first converter 110 is winded on the upper halfof the
first inter-phase transformer unit 132 in a winded direction,
the wire 113 of the input side 112 of the first converter 110 is
winded on the upper half of the second inter-phase trans-
former unit 134 in a winded direction, and the wire 115 ofthe
input side 112 ofthe first converter 110 is winded on the upper
half of the third inter-phase transformer unit 136 in a winded
direction.

The wire 121 of the input side 122 of the second converter
120 is winded on the lower half of the third inter-phase trans-
former unit 136 in a winded direction, the wire 123 of the
input side 122 of the second converter 120 is winded on the
lower half of the second inter-phase transformer unit 134 in a
winded direction, and the wire 125 ofthe input side 122 of the
second converter 120 is winded on the lower half of the first
inter-phase transformer unit 132 in a winded direction.

In another embodiment of the present invention, reference
is now made to FIGS. 2 and 3. The bridge arm 214 of the
output side 212 of the first converter 210 is electrically con-
nected to the first inter-phase transformer unit 132 of the first
inter-phase transformer, the bridge arm 216 of the output side
212 of the first converter 210 is electrically connected to the
second inter-phase transformer unit 134 of the first inter-
phase transformer, and the bridge arm 218 of the output side
212 of the first converter 210 is electrically connected to the
third inter-phase transformer unit 136 of the first inter-phase
transformer.

In addition, the bridge arm 224 of the output side 222 of the
second converter 220 is electrically connected to the third
inter-phase transformer unit 136, the bridge arm 226 of the
output side 222 of the second converter 220 is electrically
connected to the second inter-phase transformer unit 134, and
the bridge arm 228 of the output side 222 of the second
converter 220 is electrically connected to the first inter-phase
transformer unit 132.

In detailed, in the output side 212 of'the first converter 210,
the bridge arm 214 comprises a wire 211, the bridge arm 216
comprises a wire 213, and the bridge arm 218 comprises a
wire 215. In the output side 222 of the second converter 220,
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the bridge arm 224 comprises a wire 221, the bridge arm 226
comprises a wire 223, and the bridge arm 228 comprises a
wire 225.

With respect to the structure, the wire 211 of the output side
212 ofthe first converter 210 is winded on the upper half of the
first inter-phase transformer unit 132 in a winded direction,
the wire 213 of the output side 212 of the first converter 210
is winded on the upper half of the second inter-phase trans-
former unit 134 in a winded direction, and the wire 215 of the
output side 212 of the first converter 210 is winded on the
upper half of the third inter-phase transformer unit 136 in a
winded direction.

The wire 221 of the output side 222 ofthe second converter
220 is winded on the lower half of the third inter-phase trans-
former unit 136 in a winded direction, the wire 223 of the
output side 222 of the second converter 220 is winded on the
lower half of the second inter-phase transformer unit 134 in a
winded direction, and the wire 225 of the input side 222 of the
second converter 220 is winded on the lower half of the first
inter-phase transformer unit 132 in a winded direction.

FIG. 4 schematically shows a block diagram of a converter
system 400 according to embodiments of the present inven-
tion. Reference is now made to FIGS. 2 and 4. Compared with
the converter system 200 of FIG. 2, beside the first converter
410, the second converter 420, and the first inter-phase trans-
former 450, the converter system 400 herein further com-
prises a third converter 430 and a second inter-phase trans-
former 460. Furthermore, the third converter 430 comprises
an input side 432 and an output side 434.

With respect to the structure, the first converter 410 and the
second converter 420 can be regard as electrically connected
in parallel into a first converter parallel device 455, and the
third converter 430 is electrically connected to the first con-
verter parallel device 455 in parallel. In detailed, the input
side 432 of the third converter 430 is electrically connected to
the first input side parallel terminal 480, and the second
inter-phase transformer 460 is electrically connected between
the output side 434 of the third converter 430 and the first
inter-phase transformer 450.

As aresult, when there is a need to connect more converters
in parallel to satisty the requirement of the high-power wind
energy generator, the structure of the converter system 400 as
shown in FIG. 4 can be employed so as to connect the third
converter 430 with the original first and second converters
410, 420 in parallel for limiting a circulating current gener-
ated by the parallel structure of the first converter parallel
device 455 and the third converter 430 by the used of the
second inter-phase transformer 460 such that the converter
system 400 of the embodiment of the present invention can
restrain a circulating current when there is a need to connect
more converters in parallel to prevent the converter system
400 from damage.

As mentioned above, compared with FIG. 2, the converter
system 400 as illustrated in FIG. 4 exemplarily recites the
condition that the third converter being connected to the con-
verter system in parallel when the first inter-phase trans-
former is disposed at the grid side parallel terminal. In addi-
tion, referring to FIG. 1A, when the first inter-phase
transformer is disposed at the generator side parallel terminal
(for example, the first input side parallel terminal 180), the
structure of connecting the third converter to the converter
system in parallel is similar to the structure of the converter
system 400 as illustrated in FIG. 4, and a detailed description
regarding to the structure is omitted herein for the sake of
brevity.

As a result, when the first inter-phase transformer is dis-
posed at the generator side parallel terminal, one side of the
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third converter is electrically connected to the grid side par-
allel terminal, and the second inter-phase transformer is elec-
trically connected between another side of the third converter
and the first inter-phase transformer. When the first inter-
phase transformer is disposed at the grid side parallel termi-
nal, one side of the third converter is electrically connected to
the generator side parallel terminal, and the second inter-
phase transformer is electrically connected between another
side of the third converter and the first inter-phase trans-
former.

In short, no matter the first inter-phase transformer is dis-
posed at the generator side parallel terminal or the grid side
parallel terminal, the third converter and the second inter-
phase transformer can be disposed correspondingly such that
the converter system of the embodiment of the present inven-
tion can restrain a circulating current when there is a need to
connect more converters in parallel to prevent the converter
system from damage.

In an optional embodiment of the present invention, refer-
ence is now made to FIG. 1B to further introduce the dispo-
sition of the converter system 400 in FIG. 4. The first, second
and third converters all comprise a first side and a second side.
For example, one of the first side and second side can be the
input side or the output side, and the first side and second side
comprise a first bridge arm, a second bridge arm, and a third
bridge arm respectively. The first and second inter-phase
transformers comprise a first inter-phase transformer unit, a
second inter-phase transformer unit, and a third inter-phase
transformer unit respectively, and the first, second and third
inter-phase transformer units of the first inter-phase trans-
former comprise an output terminal respectively.

With respect to the structure, the second side of the third
converter is electrically connected to the second side of the
first and second converters. The first inter-phase transformer
unit of the second inter-phase transformer is electrically con-
nected between the output terminal of the first inter-phase
transformer unit of the first inter-phase transformer and the
first bridge arm of the third converter, the second inter-phase
transformer unit of the second inter-phase transformer is elec-
trically connected between the output terminal of the second
inter-phase transformer unit of the first inter-phase trans-
former and the second bridge arm of the third converter, and
the third inter-phase transformer unit of the second inter-
phase transformer is electrically connected between the out-
put terminal of the third inter-phase transformer unit of the
first inter-phase transformer and the third bridge arm of the
third converter.

As the disposition mentioned above, in the condition of
connecting the third converter with the converter system in
parallel, the second inter-phase transformer can be further
used to restrain a circulating current generated by a parallel
composed of the first and the second converter and the third
converter herein due to the circulating current of the first and
the second converter is restrained.

FIG. 5 schematically shows a block diagram of a converter
system 500 according to embodiments of the present inven-
tion. Reference is now made to FIGS. 2 and 5. Compared with
the converter system 200 of FIG. 2, beside the first converter
510, the second converter 520, and the first inter-phase trans-
former 550, the converter system 500 herein further com-
prises a third converter 530, a fourth converter 540, a second
inter-phase transformer 560, and an integrated inter-phase
transformer 570.

With respect to the structure, the first converter 510 and the
second converter 520 can be regard as electrically connected
in parallel into a first converter parallel device 555, and the
third converter 530 and fourth converter 540 can be regard as
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electrically connected in parallel into a second converter par-
allel device 565. Subsequently, the first converter parallel
device 555 is electrically connected to the second converter
parallel device 565 in parallel.

For example, one terminal of the first converter parallel
device 555 and one terminal of the second converter parallel
device 565 are electrically connected to the generator side
parallel terminal 580, and another terminal of the first con-
verter parallel device 555 and another terminal of second
converter parallel device 565 are electrically connected to the
grid side parallel terminal 590. The integrated inter-phase
transformer 570 is disposed at the grid side parallel terminal
590 for limiting a circulating current generated by the first
converter parallel device 555 and the second converter paral-
lel device 565.

As aresult, when there is a need to connect more converters
in parallel to satisty the requirement of the high-power wind
energy generator, the structure of the converter system 500 as
shown in FIG. 5 can be employed so as to connect the third
and fourth converters 530, 540 with the original first and
second converters 510, 520 in parallel for limiting a circulat-
ing current generated by the parallel structure of the first
converter parallel device 555 and the second converter paral-
lel device 565 by the used of the integrated inter-phase trans-
former 570 such that the converter system 500 of the embodi-
ment of the present invention can restrain the circulating
current when there is a need to connect more converters in
parallel to prevent the converter system 500 from damage.

In detailed, in the second converter parallel device 565, the
input side 532 of the third converter 530 and the input side 542
of the fourth converter 540 are electrically connected to the
second input side parallel terminal, and the output side 534 of
the third converter 530 and the output side 544 of the fourth
converter 540 are electrically connected to the second output
side parallel terminal. The second inter-phase transformer
560 is disposed at the second output side parallel terminal for
limiting a circulating current generated by the third converter
530 and the fourth converter 540.

As mentioned above, compared with FIG. 2, the converter
system 500 as illustrated in FIG. 5 exemplarily recites the
condition that the third converter being connected to the con-
verter system in parallel when the first inter-phase trans-
former is disposed at the grid side parallel terminal. In addi-
tion, referring to FIG. 1A, when the first inter-phase
transformer is disposed at the generator side parallel terminal
(for example: the first input side parallel terminal 180), the
structure of connecting the third and fourth converters to the
converter system in parallel is similar to the structure of the
converter system 500 as illustrated in FIG. 5, and a detailed
description regarding to the structure is omitted herein for the
sake of brevity.

As a result, the integrated inter-phase transformer can be
disposed at the generator side parallel terminal or the grid side
parallel terminal to restrain a circulating current generated by
the first converter parallel device and the second converter
parallel device such that the converter system of the embodi-
ment of the present invention can restrain the circulating
current when there is a need to connect more converters in
parallel to prevent the converter system from damage.

In an optional embodiment of the present invention, refer-
ence is now made to FIG. 1B to further introduce the dispo-
sition of the converter system 500 as shown in FIG. 5. The
first, second, third and fourth converters comprise a first side
and a second side respectively. For example, one of the first
side and the second side can be an input side or an output side,
and the first side and second side comprise a first bridge arm,
a second bridge arm and a third bridge arm respectively. The
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first, second and integrated inter-phase transformers com-
prise a first inter-phase transformer unit, a second inter-phase
transformer unit and a third inter-phase transformer unit
respectively. The first, second and third inter-phase trans-
former units of the first and second inter-phase transformers
comprise an output terminal respectively.

With respect to the structure, the second side of the fourth
converter is electrically connected to the second side of the
third converter. The first inter-phase transformer unit of the
second inter-phase transformer is electrically connected
between the first bridge arm of the third converter and the first
bridge arm of the fourth converter, the second inter-phase
transformer unit of the second inter-phase transformer is elec-
trically connected between the second bridge arm of the third
converter and the second bridge arm of the fourth converter,
and the third inter-phase transformer unit of the second inter-
phase transformer is electrically connected between the third
bridge arm of the third converter and the third bridge arm of
the fourth converter.

In addition, the first inter-phase transformer unit of the
integrated inter-phase transformer is electrically connected
between the output terminal of the first inter-phase trans-
former unit of the first inter-phase transformer and the output
terminal of the first inter-phase transformer unit of the second
inter-phase transformer, the second inter-phase transformer
unit of the integrated inter-phase transformer is electrically
connected between the output terminal of the second inter-
phase transformer unit of the first inter-phase transformer and
the output terminal of the second inter-phase transformer unit
of the second inter-phase transformer, and the third inter-
phase transformer unit of the integrated inter-phase trans-
former is electrically connected between the output terminal
of'the third inter-phase transformer unit of the first inter-phase
transformer and the output terminal of the third inter-phase
transformer unit of the second inter-phase transformer.

As the disposition mentioned above, when the third and
fourth converters are connected to the converter system in
parallel, the second inter-phase transformer is used to restrain
a circulating current generated by the third converter and the
fourth converter. When the circulating current generated by
the first and the second converters and the circulating current
generated by the third and fourth converters are all restrained;
furthermore, the integrated inter-phase transformer can be
used to restrain a circulating current generated by a parallel
structure composed of the first and second converters and a
parallel structure composed of the third and fourth converters.

FIG. 6 schematically shows a block diagram of a converter
system 600 according to embodiments of the present inven-
tion. Reference is now made to FIGS. 2 and 6. Compared with
the converter system 200 of FIG. 2, beside the first converter
610, the second converter 620, and the first inter-phase trans-
former 650, the converter system 600 herein further com-
prises a third converter 630, a second inter-phase transformer
660, and an third inter-phase transformer 670.

With respect to the structure, the third converter 630 is
electrically connected to the first converter 610 and the sec-
ond converter 620 in parallel between the first input side
parallel terminal 680 and the first output side parallel terminal
690. As shown in the figure, the first, second and third inter-
phase transformers 650, 660, 670 are disposed at the first
output side parallel terminal 690. The first inter-phase trans-
former 650 is electrically connected between the first con-
verter 610 and the second converter 620, the second inter-
phase transformer 660 is electrically connected between the
first converter 610 and the third converter 630, and the third
inter-phase transformer 670 is electrically connected between
the second converter 620 and the third converter 630. With
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respect to the operation, the first, second and third inter-phase
transformers 650, 660, 670 are used to restrain a circulating
current generated by each two of the first, second and third
converters 610, 620, 630.

As mentioned above, compared with FIG. 2, the converter
system 600 as illustrated in FIG. 6 exemplarily recites the
condition that the third converter being connected to the con-
verter system in parallel when the first inter-phase trans-
former is disposed at the grid side parallel terminal (for
example, the first output side parallel terminal 690). In addi-
tion, referring to FIG. 1A, when the first inter-phase trans-
former is disposed at the generator side parallel terminal (for
example, the first input side parallel terminal 180), the struc-
ture of connecting the third converter to the converter system
in parallel is similar to the structure of the converter system
600 as illustrated in FIG. 6, and a detailed description regard-
ing to the structure is omitted herein for the sake of brevity.

As a result, when the first inter-phase transformer is dis-
posed at the generator side parallel terminal, the second and
third inter-phase transformers are all disposed at the generator
side parallel terminal, and the first, second and third inter-
phase transformers are electrically connected to each two of
the and first, second and third converters respectively. When
the first inter-phase transformer is disposed at the grid side
parallel terminal, the second and third inter-phase transform-
ers are all disposed at the grid side parallel terminal, and the
first, second and third inter-phase transformers are electri-
cally connected to each two of the first, second and third
converters respectively. With the use of the disposition of the
circuit structure, the converter system of the embodiment of
the present invention can restrain the circulating current when
there is a need to connect more converters in parallel to
prevent the converter system from damage.

Referring to FIG. 6, in detailed, the first, second and third
converters 610, 620, 630, which is similar to the structure of
FIG. 2, respectively comprise an input side and an output side.
The input sides of the first, second and third converters 610,
620, 630 respectively comprise a first bridge arm, a second
bridge arm and a third bridge arm. The first inter-phase trans-
former 650 comprises a first inter-phase transformer unit 652,
a second inter-phase transformer unit 654, and a third inter-
phase transformer unit 656, the second inter-phase trans-
former 660 comprises a first inter-phase transformer unit 662,
a second inter-phase transformer unit 664, and a third inter-
phase transformer unit 666, and the third inter-phase trans-
former 670 comprises a first inter-phase transformer unit 672,
a second inter-phase transformer unit 674, and a third inter-
phase transformer unit 676.

With respect to the structure, the electrical connection of
each bridge arm of the converters and each inter-phase trans-
former units of the inter-phase transformer in the converter
system 600 is similar to the electrical connection as shown in
FIG. 1B. As such, the circuit structure as shown in FIG. 1B
can be used to illustrate the circuit structure of the converter
system 600. The first bridge arm of the first converter 610 is
electrically connected to the first inter-phase transformer unit
652 of the first inter-phase transformer 650 and the first inter-
phase transformer unit 662 of the second inter-phase trans-
former 660, the second bridge arm of the first converter 610 is
electrically connected to the second inter-phase transformer
unit 654 of the first inter-phase transformer 650 and the sec-
ond inter-phase transformer unit 664 of the second inter-
phase transformer 660, and the third bridge arm of the first
converter 610 is electrically connected to the third inter-phase
transformer unit 656 of the first inter-phase transformer 650
and the third inter-phase transformer unit 666 of the second
inter-phase transformer 660.
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In addition, the first bridge arm of the second converter 620
is electrically connected to the first inter-phase transformer
unit 652 of the first inter-phase transformer 650 and the first
inter-phase transformer unit 672 of the third inter-phase trans-
former 670, the second bridge arm of the second converter
620 is electrically connected to the second inter-phase trans-
former unit 654 of the first inter-phase transformer 650 and
the second inter-phase transformer unit 674 of the third inter-
phase transformer 670, and the third bridge arm of the second
converter 620 is electrically connected to the third inter-phase
transformer unit 656 of the first inter-phase transformer 650
and the third inter-phase transformer unit 676 of the third
inter-phase transformer 670.

Moreover, the first bridge arm of the third converter 630 is
electrically connected to the first inter-phase transformer unit
662 of the second inter-phase transformer 660 and the first
inter-phase transformer unit 672 of the third inter-phase trans-
former 670, the second bridge arm of the third converter 630
is electrically connected to the second inter-phase trans-
former unit 664 of the second inter-phase transformer 660 and
the second inter-phase transformer unit 674 of the third inter-
phase transformer 670, and the third bridge arm of the third
converter 630 is electrically connected to the third inter-phase
transformer unit 666 of the second inter-phase transformer
660 and the third inter-phase transformer unit 676 of the third
inter-phase transformer 670.

Furthermore, the first, second and third bridge arms of the
input sides of the first, second and third converters 610, 620,
630 comprise the first wire, the second wire and the third wire
respectively. As shown in FIG. 6, the first, second and third
wires 615, 616, 617 are generated from the first, second and
third bridge arms of the first converter 610 respectively. The
first, second and third wires 625, 626, 627 are generated from
the first, second and third bridge arms of the second converter
620 respectively. The first, second and third wires 635, 636,
637 are generated from the first, second and third bridge arms
of the third converter 630 respectively.

With respect to the disposition, the first wire 615 of the first
converter 610 is winded on the upper half of the first inter-
phase transformer unit 652 of the first inter-phase transformer
650 and the upper half of the first inter-phase transformer unit
662 of the second inter-phase transformer 660 in a winded
direction, the second wire 616 of the first converter 610 is
winded on the upper half of the second inter-phase trans-
former unit 654 of the first inter-phase transformer 650 and
the upper half of the second inter-phase transformer unit 664
of'the second inter-phase transformer 660 in a winded direc-
tion, and the third wire 617 of the first converter 610 is winded
on the upper half of the third inter-phase transformer unit 656
of'the first inter-phase transformer 650 and the upper half of
the third inter-phase transformer unit 666 of the second inter-
phase transformer 660 in a winded direction.

In addition, the first wire 625 of the second converter 620 is
winded on the lower half of the first inter-phase transformer
unit 652 of the first inter-phase transformer 650 and the upper
half of the first inter-phase transformer unit 672 of the third
inter-phase transformer 670 in a winded direction, the second
wire 626 of the second converter 620 is winded on the lower
half of the second inter-phase transformer unit 654 of the first
inter-phase transformer 650 and the upper half of the second
inter-phase transformer unit 674 of the third inter-phase trans-
former 670 in a winded direction, and the third wire 627 of'the
second converter 620 is winded on the lower half of the third
inter-phase transformer unit 656 of the first inter-phase trans-
former 650 and the upper half of the third inter-phase trans-
former unit 676 of the third inter-phase transformer 670 in a
winded direction.
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Moreover, the first wire 635 of the third converter 630 is
winded on the lower half of the first inter-phase transformer
unit 662 of the second inter-phase transformer 660 and the
lower half of the first inter-phase transformer unit 672 of the
third inter-phase transformer 670 in a winded direction, the
second wire 636 of the third converter 630 is winded on the
lower half of the second inter-phase transformer unit 664 of
the second inter-phase transformer 660 and the lower half of
the second inter-phase transformer unit 674 of the third inter-
phase transformer 670 in a winded direction, and the third
wire 637 of the third converter 630 is winded on the lower half
of the third inter-phase transformer unit 666 of the second
inter-phase transformer 660 and the lower half of the third
inter-phase transformer unit 676 of the third inter-phase trans-
former 670 in a winded direction.

As shown above, the converter system 600 in FIG. 6 illus-
trates that the third converter is connected to the converter
system in parallel when the first inter-phase transformer is
disposed at the grid side parallel terminal (for example, the
first output side parallel terminal 690). In addition, referring
to FIG. 1A, when first inter-phase transformer is disposed at
the generator side parallel terminal (for example, the first
input side parallel terminal 180), the structure composed of
the third converter being connected to the converter system in
parallel is similar to the structure of the converter system 600
in FIG. 6, and a detailed description regarding to the structure
is omitted herein.

As a result, when the first inter-phase transformer is dis-
posed at the generator side parallel terminal, the second and
third inter-phase transformers are all disposed at the generator
side parallel terminal, and the first, second and third inter-
phase transformers are electrically connected to each two of
the and first, second and third converters respectively. When
the first inter-phase transformer is disposed at the grid side
parallel terminal, the second and third inter-phase transform-
ers are all disposed at the grid side parallel terminal, and the
first, second and third inter-phase transformers are electri-
cally connected to each two of the first, second and third
converters respectively. With the use of the disposition of the
circuit structure, the converter system of the embodiment of
the present invention can restrain the circulating current when
there is a need to connect more converters in parallel to
prevent the converter system from damage.

It is noted that the winded direction can be a clockwise
direction or a counterclockwise direction, and the direction
can be chose based on the actual requirements.

In the first inter-phase transformer 650 of the embodiment
of the present invention, the wires 615, 616, 617 of the first
converter 610 are winded on the corresponding upper half of
inter-phase transformer units 652, 654, 656 of the first inter-
phase transformer 650, and the wires 625, 626, 627 of the
second converter 620 is winded on the corresponding lower
half of the inter-phase transformer units 652, 654, 656 of the
first inter-phase transformer 650. When the current flowing
through the first converter 610 into an inter-phase transformer
unit is equal to the current flowing through the second con-
verter 620 into the same inter-phase transformer unit, the
magnetic field generated by the currents can be neutralized.

In addition, when the current flowing through the first
converter 610 into an inter-phase transformer unit is not equal
to the current flowing through the second converter 620 into
the same inter-phase transformer unit, the inductance gener-
ated by the winding of the inter-phase transformer unit of the
first inter-phase transformer 650 can be used to restrain the
current. Moreover, the structure disposition and principle
between the second and third inter-phase transformers 660,
670 and the first, second and third converters 610, 620, 630 is
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the same as the first inter-phase transformer 650, and a detail
description regarding to the second and third inter-phase
transformers 660, 670 is omitted herein for the sake of brevity.

As aresult, when there is a need to connect more converters
in parallel to satisty the requirement of the high-power wind
energy generator, the structure of the converter system 600 as
shown in FIG. 6 can be employed so as to connect the third
converter 630 with the original first and second converters
610, 620 in parallel for limiting a circulating current gener-
ated by the parallel structure of the first, second and third
converters 610, 620, 630 by the used of the interaction of the
first, second and third inter-phase transformers 650, 660, 670
such that the converter system 600 of the embodiment of the
present invention can restrain the circulating current when
there is a need to connect more converters in parallel to
prevent the converter system 600 from damage.

In an optional embodiment of the present invention, refer-
ence is now made to FIG. 1B to further introduce the dispo-
sition of the converter system 600 in FIG. 6. The first, second
and third converters comprise a first side and a second side
respectively. For example, one of the first side and second side
can be an input side or an output side, and the first side and
second side comprise a first bridge arm, a second bridge arm
and a third bridge arm respectively. The first, second and third
inter-phase transformers comprise a first inter-phase trans-
former unit, a second inter-phase transformer unit and a third
inter-phase transformer unit respectively.

With respect to the structure, the first inter-phase trans-
former unit of the second inter-phase transformer is electri-
cally connected between the first bridge arm of the first con-
verter and the first bridge arm of the third converter, the
second inter-phase transformer unit of the second inter-phase
transformer is electrically connected between the second
bridge arm of the first converter and the second bridge arm of
the third converter, and the third inter-phase transformer unit
of the second inter-phase transformer is electrically con-
nected between the third bridge arm of the first converter and
the third bridge arm of the third converter.

In addition, the first inter-phase transformer unit of the
third inter-phase transformer is electrically connected
between the first bridge arm of the second converter and the
first bridge arm of the third converter, the second inter-phase
transformer unit of the third inter-phase transformer is elec-
trically connected between the second bridge arm of the sec-
ond converter and the second bridge arm of the third con-
verter, and the third inter-phase transformer unit of the third
inter-phase transformer is electrically connected between the
third bridge arm of the second converter and the third bridge
arm of the third converter.

As the disposition mentioned above, when the third con-
verter is connected to the converter system in parallel, the
first, second and third inter-phase transformer can be used to
restrain a circulating current generated by each two of the
first, second and third converters.

Inview of the foregoing embodiments of the present inven-
tion, many advantages of the present invention are now appar-
ent. The embodiment of the present invention provides a
converter system for limiting a circulating current generated
by a parallel structure composed of the converters in the
converter system.

Moreover, when there is a need to connect more converters
in parallel to satisty the requirement of the high-power wind
energy generator, the converter system of the embodiment of
the present invention can further connect external converters
into the converter system in parallel to restrain a circulating
current generated by the original converter system and the
external converters with the use of the inter-phase transformer
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such that the converter system of the embodiment of the
present invention can restrain the circulating current when
there is a need to connect more converters in parallel to
prevent the converter system from damage.

It will be understood that the above description of embodi-
ments is given by way of example only and that various
modifications may be made by those with ordinary skill in the
art. The above specification, examples and data provide a
complete description of the structure and use of exemplary
embodiments of the invention. Although various embodi-
ments of the invention have been described above with a
certain degree of particularity, or with reference to one or
more individual embodiments, those with ordinary skill in the
art could make numerous alterations to the disclosed embodi-
ments without departing from the spirit or scope of this inven-
tion, and the scope thereof is determined by the claims that
follow.

What is claimed is:

1. A converter system, comprising:

a first converter;

a second converter electrically connected to the first con-
verter in parallel between a first input side parallel ter-
minal and a first output side parallel terminal; and

a first inter-phase transformer disposed at the first input
side parallel terminal or the first output side parallel
terminal for limiting a circulating current generated by
the first converter and the second converter;

wherein the first and second converters each comprise an
input side and an output side, the input sides of the first
and second converters comprise a first bridge arm, a
second bridge arm and a third bridge arm respectively,
the output sides of the first and second converters com-
prise a first bridge arm, a second bridge arm and a third
bridge arm respectively, and the first inter-phase trans-
former comprises a first inter-phase transformer unit, a
second inter-phase transformer unit and a third inter-
phase transformer unit, wherein:

when the first inter-phase transformer is disposed at the
first input side parallel terminal, the first, second and
third bridge arms of the input side of the first converter
are electrically connected to the first, second and third
inter-phase transformer units of the first inter-phase
transformer respectively, wherein the first, second and
third bridge arms of the input side of the second con-
verter are electrically connected to the first, second and
third inter-phase transformer units of the first inter-phase
transformer respectively; and

when the first inter-phase transformer is disposed at the
first output side parallel terminal, the first, second and
third bridge arms of the output side of the first converter
are electrically connected to the first, second and third
inter-phase transformer units of the first inter-phase
transformer respectively, wherein the first, second and
third bridge arms of the output side of the second con-
verter are electrically connected to the first, second and
third inter-phase transformer units of the first inter-phase
transformer respectively.

2. The converter system according to claim 1, wherein the
first, second and third bridge arms of the input sides of the first
and second converters comprise a first wire, a second wire and
athird wire respectively, and the first, second and third bridge
arms of the output sides of the first and second converters
comprise a first wire, a second wire and a third wire respec-
tively, wherein:

when the first inter-phase transformer is disposed at the
first input side parallel terminal, the first wire of the input
side of the first converter is winded on the upper half of
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the first inter-phase transformer unit in a winded direc-
tion, the second wire of the input side of the first con-
verter is winded on the upper half of the second inter-
phase transformer unit in a winded direction, and the
third wire of the input side of the first converter is winded
on the upper half of the third inter-phase transformer unit
in a winded direction; and the first wire of the input side
of the second converter is winded on the lower half of the
third inter-phase transformer unit in a winded direction,
the second wire of the input side of the second converter
is winded on the lower half of the second inter-phase
transformer unit in a winded direction, and the third wire
ofthe input side of the second converter is winded on the
lower half of the first inter-phase transformer unit in a
winded direction;

when the first inter-phase transformer is dispose at the first
output side parallel terminal, the first wire of the output
side of the first converter is winded on the upper half of
the first inter-phase transformer unit in a winded direc-
tion, the second wire of the output side of the first con-
verter is winded on the upper half of the second inter-
phase transformer unit in a winded direction, and the
third wire of the output side of the first converter is
winded on the upper half of the third inter-phase trans-
former unit in a winded direction; and the first wire of the
output side of the second converter is winded on the
lower half of the third inter-phase transformer unit in a
winded direction, the second wire of the output side of
the second converter is winded on the lower half of the
second inter-phase transformer unit in a winded direc-
tion, and the third wire of the output side of the second
converter is winded on the lower half of the first inter-
phase transformer unit in a winded direction.

3. The converter system according to claim 1, wherein a
parallel structure of the first converter and the second con-
verter is a parallel back-to-back converter structure.

4. The converter system according to claim 1, wherein the
first converter and the second converters are electrically con-
nected in parallel into a first converter parallel device,
wherein the converter system further comprises:

a third converter comprising an input side and an output
side, wherein the third converter are electrically con-
nected to the first converter parallel device in parallel;
and

a second inter-phase transformer, wherein:

when the first inter-phase transformer is disposed at the
first input side parallel terminal, the output side of the
third converter is electrically connected to the first out-
put side parallel terminal, and the second inter-phase
transformer is electrically connected between the input
side of the third converter and the first inter-phase trans-
former for limiting a circulating current generated by the
first converter parallel device and the third converter, and

when the first inter-phase transformer is disposed at the
first output side parallel terminal, the input side of the
third converter is electrically connected to the first input
side parallel terminal, and the second inter-phase trans-
former is electrically connected between the output side
of the third converter and the first inter-phase trans-
former for limiting a circulating current generated by the
first converter parallel device and the third converter.

5. The converter system according to claim 1, wherein the
first converter and the second converter are electrically con-
nected in parallel into a first converter parallel device,
wherein the converter system further comprises:

a third converter;
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a fourth converter, wherein the third converter and the
fourth converter are electrically connected in parallel
between a second input side parallel terminal and a
second output side parallel terminal to be a second con-
verter parallel device;

a second inter-phase transformer disposed at the second
input side parallel terminal or the second output side
parallel terminal for limiting a circulating current gen-
erated by the third converter and the fourth converter,
wherein the first converter parallel device and the second
converter parallel device are electrically connected in
parallel between a generator side parallel terminal and a
grid side parallel terminal; and

an integrated inter-phase transformer disposed at the gen-
erator side parallel terminal or the grid side parallel
terminal for limiting a circulating current generated by
the first converter parallel device and the second con-
verter parallel device.

6. The converter system according to claim 1, further com-

prising:

a third converter electrically connected to the first con-
verter and the second converter in parallel between the
first input side parallel terminal and the first output side
parallel terminal;

a second inter-phase transformer; and

a third inter-phase transformer, wherein

when the first inter-phase transformer is disposed at the
first input side parallel terminal, the second and third
inter-phase transformers are disposed at the first input
side parallel terminal, wherein the first inter-phase trans-
former is electrically connected between the first con-
verter and the second converter, the second inter-phase
transformer is electrically connected between the first
converter and the third converter, and the third inter-
phase transformer is electrically connected between the
second converter and the third converter, wherein the
first, second and third inter-phase transformers are oper-
able to restrain a circulating current generated by each
two of the converters, and

when the first inter-phase transformer is disposed at the
first output side parallel terminal, the second and third
inter-phase transformers are disposed at the first output
side parallel terminal, wherein the first inter-phase trans-
former is electrically connected between the first con-
verter and the second converter, the second inter-phase
transformer is electrically connected between the first
converter and the third converter, and the third inter-
phase transformer is electrically connected between the
second converter and the third converter, wherein the
first, second and third inter-phase transformers are oper-
able to restrain a circulating current generated by each
two of the converters.

7. The converter system according to claim 1, further com-

prising:

a third converter comprising an input side and an output
side, wherein the first and second converters comprise an
input side and an output side respectively, the input sides
of'the first, second and third converters comprises a first
bridge arm, a second bridge arm and a third bridge arm
respectively;

a second inter-phase transformer comprising a first inter-
phase transformer unit, a second inter-phase transformer
unit and a third inter-phase transformer unit; and

a third inter-phase transformer comprising a first inter-
phase transformer unit, a second inter-phase transformer
unit and a third inter-phase transformer unit,
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wherein the first inter-phase transformer comprises a first

inter-phase transformer unit, a second inter-phase trans-
former unit and a third inter-phase transformer unit,
wherein the first bridge arm of the first converter is
electrically connected to the first inter-phase trans-
former unit of the first inter-phase transformer and the
first inter-phase transformer unit of the second inter-
phase transformer, the second bridge arm of the first
converter is electrically connected to the second inter-
phase transformer unit of the first inter-phase trans-
former and the second inter-phase transformer unit of
the second inter-phase transformer, and the third bridge
arm of the first converter is electrically connected to the
third inter-phase transformer unit of the first inter-phase
transformer and the third inter-phase transformer unit of
the second inter-phase transformer;

wherein the first bridge arm of the second converter is

electrically connected to the first inter-phase trans-
former unit of the first inter-phase transformer and the
first inter-phase transformer unit of the third inter-phase
transformer, the second bridge arm of the second con-
verter is electrically connected to the second inter-phase
transformer unit of the first inter-phase transformer and
the second inter-phase transformer unit of the third inter-
phase transformer, and the third bridge arm of the second
converter is electrically connected to the third inter-
phase transformer unit of the first inter-phase trans-
former and the third inter-phase transformer unit of the
third inter-phase transformer; and

wherein the first bridge arm of the third converter is elec-

trically connected to the first inter-phase transformer
unit of the second inter-phase transformer and the first
inter-phase transformer unit of the third inter-phase
transformer, the second bridge arm of'the third converter
is electrically connected to the second inter-phase trans-
former unit of the second inter-phase transformer and
the second inter-phase transformer unit of the third inter-
phase transformer, and the third bridge arm of the third
converter is electrically connected to the third inter-
phase transformer unit of the second inter-phase trans-
former and the third inter-phase transformer unit of the
third inter-phase transformer.

8. The converter system according to claim 7, wherein the
first, second and third bridge arms of the input sides of the
first, second and third converters comprise a first wire, a
second wire and a third wire respectively, wherein:

the first wire of the first converter is winded on the upper

half of the first inter-phase transformer unit of the first
inter-phase transformer and the upper half of the first
inter-phase transformer unit of the second inter-phase
transformer in a winded direction, the second wire ofthe
first converter is winded on the upper half of the second
inter-phase transformer unit of the first inter-phase trans-
former and the upper half of the second inter-phase
transformer unit of the second inter-phase transformer in
a winded direction, and the third wire of the first con-
verter is winded on the upper half of the third inter-phase
transformer unit of the first inter-phase transformer and
the upper half of the third inter-phase transformer unit of
the second inter-phase transformer in a winded direc-
tion;

the first wire of the second converter is winded on the lower

half of the first inter-phase transformer unit of the first
inter-phase transformer and the upper half of the first
inter-phase transformer unit of the third inter-phase
transformer in a winded direction, the second wire ofthe
second converter is winded on the lower half of the
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second inter-phase transformer unit of the first inter-
phase transformer and the upper half of the second inter-
phase transformer unit of the third inter-phase trans-
former in a winded direction, and the third wire of the
second converter is winded on the lower half of the third
inter-phase transformer unit of the first inter-phase trans-
former and the upper half of the third inter-phase trans-
former unit of the third inter-phase transformer in a
winded direction; and

26

former and the third inter-phase transformer unit of the

third inter-phase transformer; and
wherein the first bridge arm of the third converter is elec-
trically connected to the first inter-phase transformer
5 unit of the second inter-phase transformer and the first
inter-phase transformer unit of the third inter-phase
transformer, the second bridge arm of'the third converter
is electrically connected to the second inter-phase trans-
former unit of the second inter-phase transformer and

the first wire of the third converter is winded on the lower 10 . . P
. . the second inter-phase transformer unit of the third inter-
half of the first inter-phase transformer unit of the second . . .
inter-phase transformer in a winded direction and is phase transformer, and the third bridge arm of the third
winded on the lower half of the first inter-phase trans- converter is electricglly connected t9 the third inter-
former unit of the third inter-phase transformer in a phase transformer umt of the second 1nter-phas.e trans-
winded direction, the second wire of the third converter 15 former and the third inter-phase transformer unit of the

is winded on the lower half of the second inter-phase
transformer unit of the second inter-phase transformer in
awinded direction and is winded on the lower half of the
second inter-phase transformer unit of the third inter-
phase transformer in a winded direction, and the third
wire of the third converter is winded on the lower half of
the third inter-phase transformer unit of the second inter-
phase transformer in a winded direction and is winded
onthe lower half of the third inter-phase transformer unit

third inter-phase transformer.

10. The converter system according to claim 9, wherein the
first, second and third bridge arms of the output sides of the
first, second and third converters comprise a first wire, a

20 second wire and a third wire respectively, wherein:
the first wire of the first converter is winded on the upper
half of the first inter-phase transformer unit of the first
inter-phase transformer and the upper half of the first
inter-phase transformer unit of the second inter-phase

of the third inter-phase transformer in a winded direc- 25 transformer in a winded direction, the second wire of the
tion. first converter is winded on the upper half of the second

9. The converter system according to claim 1, further com- inter-phase transformer unit of the first inter-phase trans-
prising: former and the upper half of the second inter-phase
a third converter comprising an input side and an output transformer unit of the second inter-phase transformer in
side, wherein the first and second converter comprises an 30 a winded direction, and the third wire of the first con-

input side and an output side respectively, and the output
sides of the first, second and third converters comprise a
first bridge arm, a second bridge arm and a third bridge
arm respectively;

a second inter-phase transformer comprising a first inter-

phase transformer unit, a second inter-phase transformer
unit and a third inter-phase transformer unit; and

a third inter-phase transformer comprising a first inter-

phase transformer unit, a second inter-phase transformer
unit and a third inter-phase transformer unit,

wherein the first inter-phase transformer comprises a first

inter-phase transformer unit, a second inter-phase trans-
former unit and a third inter-phase transformer unit,
wherein the first bridge arm of the first converter is
electrically connected to the first inter-phase trans-
former unit of the first inter-phase transformer and the
first inter-phase transformer unit of the second inter-
phase transformer, the second bridge arm of the first
converter is electrically connected to the second inter-
phase transformer unit of the first inter-phase trans-
former and the second inter-phase transtformer unit of
the second inter-phase transformer, and the third bridge
arm of the first converter is electrically connected to the
third inter-phase transformer unit of the first inter-phase
transformer and the third inter-phase transformer unit of
the second inter-phase transformer;

wherein the first bridge arm of the second converter is

electrically connected to the first inter-phase trans-
former unit of the first inter-phase transformer and the
first inter-phase transformer unit of the third inter-phase
transformer, the second bridge arm of the second con-
verter is electrically connected to the second inter-phase
transformer unit of the first inter-phase transformer and
the second inter-phase transformer unit of the third inter-
phase transformer, and the third bridge arm of the second
converter is electrically connected to the third inter-
phase transformer unit of the first inter-phase trans-

verter is winded on the upper half of the third inter-phase
transformer unit of the first inter-phase transformer and
the upper half of the third inter-phase transformer unit of
the second inter-phase transformer in a winded direc-
35 tion;
the first wire of the second converter is winded on the lower
half of the first inter-phase transformer unit of the first
inter-phase transformer and the upper half of the first
inter-phase transformer unit of the third inter-phase
40 transformer in a winded direction, the second wire ofthe
second converter is winded on the lower half of the
second inter-phase transformer unit of the first inter-
phase transformer and the upper half of the second inter-
phase transformer unit of the third inter-phase trans-
45 former in a winded direction, and the third wire of the
second converter is winded on the lower half of the third
inter-phase transformer unit of the first inter-phase trans-
former and the upper half of the third inter-phase trans-
former unit of the third inter-phase transformer in a
50 winded direction; and
the first wire of the third converter is winded on the lower
half of the first inter-phase transformer unit of the second
inter-phase transformer in a winded direction and is
winded on the lower half of the first inter-phase trans-
55 former unit of the third inter-phase transformer in a
winded direction, the second wire of the third converter
is winded on the lower half of the second inter-phase
transformer unit of the second inter-phase transformer in
awinded direction and is winded on the lower half of the
60 second inter-phase transformer unit of the third inter-
phase transformer in a winded direction, and the third
wire of the third converter is winded on the lower half of
the third inter-phase transformer unit of the second inter-
phase transformer in a winded direction and is winded
65 on the lower half ofthe third inter-phase transformer unit
of the third inter-phase transformer in a winded direc-
tion.
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11. The converter system according to claim 1, wherein the
first inter-phase transformer, the second inter-phase trans-
former, the third inter-phase transformer or the integrated
inter-phase transformer is a three-phase N-limb cores trans-
former, wherein N is an integer being greater than two. 5

arm, and the second side of the fourth converter is elec-
trically connected to the second side of the third con-
verter;

a second inter-phase transformer comprising a first inter-
phase transformer unit, a second inter-phase transformer

12. A converter system, comprising:

a first converter comprising a first side and a second side,
wherein the first side of the first converter comprises a
first bridge arm, a second bridge arm and a third bridge

unit and a third inter-phase transformer unit;

wherein the first, second and third inter-phase transformer
units of the first inter-phase transformer comprise an
output terminal respectively, wherein the first inter-

unitand a third inter-phase transformer unit, wherein the
first inter-phase transformer unit of the second inter-
phase transformer is electrically connected between the
first bridge arm of the third converter and the first bridge

. 10 arm of the fourth converter, the second inter-phase trans-
arm; . . .
.. . former unit of the second inter-phase transformer is
a second converter comprising a first side and a second . .
. . . electrically connected between the second bridge arm of
side, wherein the first side of the second converter com- he third d th d brid £ th
i first bridge arm, a second bridge arm and a third te turd converter and the second bridge arm ol the
prises a lirs 2 > - 2 fourth converter, and the third inter-phase transformer
‘pndge arm, and the second side of the segond converter unit of the second inter-phase transformer is electrically
is electrically connected to the second side of the first connected between the third bridge arm of the third
converter; and o ] converter and the third bridge arm of the fourth con-
a first inter-phase transformer comprising a first inter- verter; and
phase transformer unit, a second inter-phase transformer an integrated inter-phase transformer comprising a first
unitand a third inter-phase transformer unit, wherein the 20 inter-phase transformer unit, a second inter-phase trans-
first inter-phase transformer unit is electrically con- former unit and a third inter-phase transformer unit,
nected between the first bridge arm of the first converter wherein the first, second and third inter-phase trans-
and the first bridge arm of the second converter, the former units of the first inter-phase transformer com-
second inter-phase transformer unit is electrically con- prise an output terminal respectively, and the first, sec-
nected between the second bridge arm of the first con- 25 ond and third inter-phase transformer units of the second
verter and the second bridge arm of the second converter, inter-phase transformer comprise an output terminal
and the third inter-phase transformer unit is electrically respectively, wherein the first inter-phase transformer
connected between the third bridge arm of the first con- unit of the integrated inter-phase transformer is electri-
verter and the third bridge arm of the second converter. .cally connected between the output te{minal of the first
13. The converter system according to claim 12, further 30 inter-phase transformer unit gfthe first 1nter-phasetrans-
s former and the output terminal of the first inter-phase
comprising: . .
. .. . . transformer unit of the second inter-phase transformer,
a third converter comprising a first side and a second side, . . .
. . . . the second inter-phase transformer unit of the integrated
wherein the first side of the third converter comprises a - - .
first brid d brid d o third brid inter-phase transformer is electrically connected
rst bridge arm, a second bridge arm an a thur - ordge 55 between the output terminal of the second inter-phase
arm, and the second side of the t.hlrd converter is elec- transformer unit of the first inter-phase transformer and
trically connected to the second sides of the first, second the output terminal of the second inter-phase trans-
converters; and o ] former unit of the second inter-phase transformer, and
a second inter-phase tre}nsformer comprising a first inter- the third inter-phase transformer unit of the integrated
phase transformer unit, a second inter-phase transformer 49 inter-phase transformer is electrically connected

between the output terminal of the third inter-phase
transformer unit of the first inter-phase transformer and
the output terminal of the third inter-phase transformer
unit of the second inter-phase transformer.

phase transformer unit of the second inter-phase trans- 45
former is electrically connected between the output ter-
minal of the first inter-phase transformer unit of the first

15. The converter system according to claim 12, further
comprising:
a third converter comprising a first side and a second side,

inter-phase transformer and the first bridge arm of the
third converter, the second inter-phase transformer unit

wherein the first side of the third converter comprises a
first bridge arm, a second bridge arm and a third bridge

of'the second inter-phase transformer is electrically con- 50 arm;
nected between the output terminal of the second inter- a second inter-phase transformer comprising a first inter-
phase transformer unit of the first inter-phase trans- phase transformer unit, a second inter-phase transformer
former and the second bridge arm of the third converter, unitand a third inter-phase transformer unit, wherein the
and the third inter-phase transformer unit of the second first inter-phase transformer unit of the second inter-
inter-phase transformer 1is electrically connected 55 phase transformer is electrically connected between the
between the output terminal of the third inter-phase first bridge arm of the first converter and the first bridge
transformer unit of the first inter-phase transformer and arm of the third converter, the second inter-phase trans-
the third bridge arm of the third converter. former unit of the second inter-phase transformer is
14. The converter system according to claim 12, further electrically connected between the second bridge arm of
comprising: 60 the first converter and the second bridge arm of the third
a third converter comprising a first side and a second side, converter, and the third inter-phase transformer unit of
wherein the first side of the third converter comprises a the second inter-phase transformer is electrically con-
first bridge arm, a second bridge arm and a third bridge nected between the third bridge arm of the third bridge
arm; arm and the third converter of the first converter; and
a fourth converter comprising a first side and asecond side, 65  a third inter-phase transformer comprising a first inter-

wherein the first side of the fourth converter comprises a
first bridge arm, a second bridge arm and a third bridge

phase transformer unit, a second inter-phase transformer
unitand a third inter-phase transformer unit, wherein the
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first inter-phase transformer unit of the third inter-phase
transformer is electrically connected between the first
bridge arm of the second converter and the first bridge
arm of the third converter, the second inter-phase trans-
former unit of the third inter-phase transformer is elec- 5
trically connected between the second bridge arm of the
second converter and the second bridge arm of the third
converter, the third inter-phase transformer unit of the
third inter-phase transformer is electrically connected
between the third bridge arm ofthe second converterand 10
the third bridge arm of the third converter.

16. The converter system according to claim 12, wherein
the first inter-phase transformer, the second inter-phase trans-
former, the third inter-phase transformer or the integrated
inter-phase transformer is a three-phase N-limb cores trans- 15
former, wherein N is an integer greater than two.

#* #* #* #* #*
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